Orientalmotor

Stepper Motor XsTEP

AZ Multi-Axes-
Driver Series

DC Power supply

Supports EtherCAT Drive Profiles

The multi-axis driver corresponds to the EtherCAT communication
drive profile CiA402. All of our AZ motors with DC power input

and motorized actuators which are equipped with them can be
connected. 2-axis, 3-axis, or 4-axis can be connected to the driver.
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PRODUCTS
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EtherCAT.

The Multi-axis driver achieves a space-saving and cost reduction (up to 4 axes)

Host system
EtherCAT
Master device
—
EtherCAT.

The benefit of condensing four drivers to one driver.

( Space-saving, reduce wiring ) ( Cost reduction )
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Multi-axis driver for Stepper Motor AZ Series DC input AZ Series DC input Motorized linear slide Motorized cylinder
!ster AZ Series with DC input Standard type motor Geared type motor EAS Series equipped EAC Series equipped

corresponding to EtherCAT drive profiles.

M Types

Product Name Number of axes
AZD2A-KED 2
AZD3A-KED 3
AZDA4A-KED 4
B Applicable Series

with AZ DC input motor with AZ DC input motor

& Typical example

Motor

Actuator

Stepper motor Xs7er AZ Series DC power input

Motorized slides EAS Series equipped with Xs7e~ AZ DC input motor
Motorized slides EZS Series equipped with s7e~ AZ DC input motor

Motorized cylinder EAC Series equipped with ¥s7e~ AZ DC input motor
Compact Linear actuator DRS2 Series equipped with Xs7e~ AZ DC input motor




B System configuration

Standard AZ DC Motor with electromagnetic brake

Host system *

EtherCAT.

*Prepared by the customer

—( Connection cable set (sold separately) )—

EtherCAT
Master device

Power cable (sold separately)

_(

AZ Series multi-axis driver connecting cable set

Main power cable Control power cable
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AZ Series multi-axis driver connecting cable set
for motors with electromagnetic brake

* Connection cable set for motor with
electromagnetic brake (sold separately)
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Name: LCO3DO6A Name: LCO2DO06A
24V/48V DC
power supply*
(Main power supply)
24V DC

power supply *
(Control supply)
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RGC40

—( Fan (sold separately) )—
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R Name:

With DIN rail mounting bracket

| Programmable driver *

| Name: V-MD825B24L

Orientalmolor

These products are manufactured at plants certified with the
international standards 1SO 9001 (for quality assurance) and
ISO 14001 (for systems of environmental management).

Specifications are subject to change without notice. Published in October 2016.
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